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DP-65

The DP-65 automated small-size remotely controlled grenade launcher system is
designed to destroy frogmen, operating in the defensive area of friendly surface ships,
submarines, and crucial waterworks.

Composition

The grenade launcher system comprises the launcher, remote control, power unit,
and RG-55 grenades. The DP-65 is made of aluminium alloys. The system
incorporates two packs of five launch tubes, while the launcher is fitted with electric
drives of the elevating and the traversing gear, allowing the DP-65 to be controlled
either remotely (at a range of up to 100 m) with the help of the remote control or
manually.

Features:

The control panel allows the operator to operate up to four DP-65 grenade
launchers in turn. When combined with the Anapa-ME underwater anti-saboteur
detection sonar, the grenade launcher can automatically detect, acquire, track, and Kill
the target. Based on sonar data, the launcher fires a salvo, or each launch tube
independently. In the manual control mode, grenades are launched with the help of the
autonomous power unit.

The grenade launcher is equipped with locking devices, ensuring loading and
unloading safety and blocking fire circuits in fire-free areas. The launcher is loaded
manually.

The DP-65 grenade launcher is mounted on large-displacement surface ships and
vessels, as well as various coastal facilities. It can efficiently engage all types of
contemporary frogman hardware.

The DP-65 ammunition allowance includes the GRS-55 signal flare, and the
RG-55M high-explosive grenade. The GRS-55 is designed to indicate the location of
combat divers detected. It has the same weight, dimensions, and range of fire as the
RG-55M. When hitting the water surface, the flare, pushed out of the body by a spring
arrangement, surfaces and blazes for at least 50 seconds. RG-55M grenades are then
launched at frogmen spotted, using the blazing flare as a reference point.

Main characteristics:

Range of fire, m: 500

Launch tube caliber, mm: 55
Number of launch tubes, pcs.: 10
Weight, kg:
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grenade launcher mount: 77
launch tubes: 55

control panel: 30

power unit: 46

o

o
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AO «PocobopoH3KcnopT» — eAMHCTBEHHAsA B Poccum rocyaapcTBeHHas opraHn3aums no 3KCNopTy BCEro cnekTpa
nNpoayKUMK, yCnyr n TEXHOMOMM BOEHHOTO U ABOWHOIO Ha3HayeHusl. Bxogut B Mockopnopaumio PocTex.
«PocobopoHakcnopT» obpasoBaH 4 Hosi6ps 2000 roga n SBnsieTcs 0gHUM U3 NIMAEPOB MUPOBOTO pPblHKa
BOOPYXeHuin. Ha gonto komnaHum npuxoanTcs 6onee 85% akcnopTa pOCCUMNCKMX BOOPYXXEHUSI U BOEHHOW TEXHUKN.
«PocobopoHakcnopT» B3aumoaencTayeT ¢ 6onee yem 700 npeanpusTUSAMM U opraHn3aumsMm 06opoHHO-

NpoMbILLIIEHHOrO kKomnnekca Poccun. Meorpacdus BoeHHO-TeXHUYecKoro cotTpyaHudectsa Poccumn — 6onee 70 cTpaH.
Poccuiickas Pepepaums,

107076, r.Mocksa, yn CTpomblHKa, 27,

AO «POCOBOPOHJ3KCITOPT», lMNpecc-cnyxba
Ten.: +7 (495) 534 61 83;

dakc: +7 (495) 534 61 53
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